
7VT880-RZ /
7VT880-RZ-C
AMD SempronTM / AthlonTM XP / AthlonTM / DuronTM Socket A

Rev. 1002
12MC-7VT880RZ-1002

© 2005 GIGABYTE TECHNOLOGY CO., LTD
GIGA-BYTE TECHNOLOGY CO., LTD. ("GBT") . GBT ,

.



M
otherboard

7V
T880-R

Z

D
ec. 28 ,2004

M
other Board

7VT880-RZ

Dec. 28, 2004



1.
2.
3. ( C P U R A M )
4.
5.

1.
2.
3.

4.
5.
6.

7.



- 4 -7VT880-RZ

.................................................................................................. 5
................................................................................................................................. 5

7VT880-RZ .............................................................................................. 7
................................................................................................................ 8

......................................................................................................................... 9
1 (JP1) ........................................................................................ 9
2 ........................................................................ 10

2 - 1 .................................................................................................. 10
2 - 2 .................................................................................................. 10

3 ................................................................................................... 11
4 ........................................................................................................... 13
5 .................................................................................................. 13

5 - 1 ............................................................................................. 13
5 - 2 .................................................................................................. 14

BIOS ...................................................................................... 23
(BIOS F2b) ................................................................................... 23

CMOS .................................................................................................................. 25
BIOS ............................................................................................................ 27

....................................................................................................................... 28

....................................................................................................................... 30
PCI ................................................................................................. 32

....................................................................................................................... 33
/ .................................................................................................................... 34
Fail-Safe ............................................................................................................ 36
Optimized .......................................................................................................... 36

(Supervisor)/ (User) ...................................................................... 36
SETUP ........................................................................................... 37
SETUP ....................................................................................... 37

...................................................................................... 39



- 5 -

AMD SempronTM / AthlonTM XP / AthlonTM / DuronTM Socket A
200/266/333/400MHz FSB

2.2GHz CPU
VIA KT880
VIA VT8237R

3 DDR DIMM 3GB
DDR 400/333/266 DIMM

2.5V DDR DIMMs
1 AGP AGP 4X/8X(1.5V)
5  PCI

IDE 2 IDE (UDMA 33/ATA 66/ATA 100/ATA 133) 4 IDE

1 2
SATA 2 Serial ATA ( 1)

1 Normal /EPP/ECP
2 COM  (COMA,COMB)
8 USB 2.0/1.1 ( x 4 x 4-- )
1
1
1 PS/2
1 PS/2

RTL8100C *
1 RJ45 *
ALC655 CODEC

 Line In ; Line Out ; MIC In
2/4/6 
SPDIF /

CD_In/AUX_In/
BIOS AWARD BIOS

Q-Flash
I /O IT8705F

. . .

"*"  7VT880-RZ

( 1) SATA 1.5 Gb/s
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C P U  /
C P U

C P U  /
SATA RAID VT8237R

- striping (RAID 0) mirroring (RAID 1)
- JBOD
- 1 5 0 M B
-  2 SATA 

Easy Tune 4
@BIOS

ATX 30.5 x 21.0

CPU CPU 

CPU
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7VT880-RZ 

"*"  7VT880-RZ
"#"  7VT880-RZ-C

SPDIF_IO

F_AUDIO

IR

7V
T8

80
-R

Z

KB_MS

CO
MA

LP
T

US
B

Socket A

CPU_FAN

ATX

FDD

IDE2

IDE1

PWR_LED

PCI3

F_USB2

BIOS

F_PANEL

SYS _FANF_USB1

AGP

VIA KT880

BAT

PCI1

PCI2

IT
87

05
F

CLR_CMOS

AU
X_

IN

ATX_12V

RT
L8

10
0C

*

PCI4

PCI5

VIA VT8237R

CD
_I

N

DD
R1

DD
R2

DD
R3

CO
DE

C

SUR_CEN

GAME

CI

RAM_LED

JP1

US
B

LA
N*

CO
MB

AUDIO

C#

SATA1
SATA0
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"*"  7VT880-RZ

33 MHz
14.318 MHz

AGP
4X/8X

AGPCLK
(66MHz)

5 PCI

PCICLK
(33MHz)

AC
97

 L
in

k
M

IC
LI

NE
-IN

LI
NE

-O
UT

AC97
CODEC

2 Serial ATA

VIA VT8237R
LPC BUS

8 USB
Ports

IT8705F

24 MHz
33 MHz

Game Port

Floppy

LPT Port

2 COM
Ports

IR

ATA33/66/100/133
IDE Channels

Dual Channel DDR

PS/2 KB/Mouse

RJ45*

RTL8100C*

VIA KT880

AMD-K7TM
CPUCLK+/- (100/133/166/200MHz)

System Bus
100/133/166/200MHz

BIOS
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1 - ( J P 1 )
2 -
3 -
4 -
5 -

1 (JP1)

 5

 3 5

5

 2

 4

 1

100/133/166/200MHz (JP1)
( C P U )

OPEN: Auto (133/166/200MHz, 266/
333/ 400MHz FSB CPU)

CLOSE: 100MHz ( 200MHz FSB CPU)
1

1

FSB 200MHz CPU JP1
CLOSE (100MHz)

JP1
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( C P U )
1.
2.

3.
4.

5.

2

2-1

1

9 0

2

2-2

1
C P U

(
)

2 3
3 - p i n

CPU FAN
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3

3 ( D I M M ) B I O S

1 .

2 .

1

2

1.

2.

3.

DDR
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Dual Channel DDR ( )
7VT880-RZ (Dual Channel DDR Technology)

M e m o r y  B u s
7VT880 -RZ 3 (D IMM)

Channel A DDR 1 DDR 2 ( 1 2)
Channel B DDR 3 ( 3)

1. D D R
2. D D R ( )

Channel  A Channel  B ( )
D D R

C h a n n e l

Dual Channel Technology (SS DS )

DDR 1 DDR 2 DDR 3
DS/SS X DS/SS2
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AGP 4X/8X 

*

1.

2. A G P  4 X / 8 X 1 . 5 V

4

5
5-1

3.

PS/2 PS/2
P S / 2 ( )

( )

A/ B (COMA&COMB)

 (USB)

U S B U S B / U S B USB U S B

U S B
*

"*"  7VT880-RZ
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5-2

 ( )

18

16

21

12

20

3

7
9

2

5

1

15

14 17

11

4
6

13

8

10

19

1) ATX_12V
2) ATX
3) CPU_FAN
4) SYS_FAN
5) FDD
6) IDE1 / IDE2
7) SATA0  / SATA1
8) F_PANEL
9) BAT
10) PWR_LED
11) RAM_LED

12) F_AUDIO
13) SUR_CEN
14) SPDIF_IO
15) CD_IN
16) AUX_IN
17) F_USB1 / F_USB2
18) IR
19) C I
20) GAME
21) CLR_CMOS
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3) CPU_FAN (CPU )

C P U
6 0 0

1
2 +12V
3

1
2
3 +12V
4 +12V

1 3.3V
2 3.3V
3
4 VCC
5
6 VCC
7
8 Power Good
9 5V SB (stand by +5V)
10 +12V

11 3.3V
12 -12V
13
14 PS_ON(soft on/off)
15
16
17
18 -5V
19 VCC
20 VCC

1/2) ATX_12V / ATX ( )

ATX_12V CPU ATX_12V

( 3 0 0
)

1

10 20

11

3

4

1

2

1
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4) SYS_FAN ( )
A G P P C I

5) FDD ( )

P i n  1 P i n  1

6) IDE1 / IDE2 ( IDE )
I D E I D E

1
2 +12V
3

1

34

2

33

1

IDE1

IDE2

139

240
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8) F_PANEL ( )

HD (IDE Hard Disk Active LED) Pin 1: LED anode(+)
Pin 2: LED cathode(-)

SPEAK (Speaker Connector) Pin 1: VCC(+)  +5v
Pin 2- Pin 3: NC 
Pin 4: Data(-) 

RES (Reset Switch) Open: Normal Operation 
Close: Reset Hardware System 

PW (Soft Power Connector) Open: Normal Operation :
Close: Power On/Off : /

MSG (Message LED/Power/Sleep LED) Pin 1: LED anode(+)
Pin 2: LED cathode(-)

NC

1
2

19
20

HD
-

HD
+ RE

S+
RE

S- NCIDE Hard Disk Active LED

Reset Switch

SP
EA

K-

MS
G-

MS
G+

PW
-

PW
+

Message LED/
Power/
Sleep LED

Speaker Connector

SP
EA

K+

Soft Power
Connector

7) SATA0/SATA1 (Serial ATA  VT8237R
Serial ATA 150MB BIOS Serial ATA 

1
2 TXP
3 TXN
4
5 RXN
6 RXP
7

Ser ia l  ATA RAID
ht tp: \ \www.gigabyte.com.tw

7

1

S_ATA
 ( VT8237R )
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9) BAT ( )

10)  PWR_LED
PWR_LED ON OFF Power LED Sus-

pend Power  LED L E D

1 MPD+
2 MPD-
3 MPD-1

+

CMOS ...
1.  
2 .  

(
)

3. 
4. 
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12) F_AUDIO  ( )

P in5 -6 P in9 -10 J u m p e r

1

10 9

2

+_

11)  RAM_LED ( )
PWR_LED ON OFF Power LED Sus-

pend Power  LED L E D

13) SUR_CEN  ( )
S U R _ C E N

1 SUR OUTL
2 SUR OUTR
3
4
5 CENTER_OUT
6 BASS_OUT

5

1 2

6

1 MIC
2
3 MIC_BIAS
4
5          Front Audio (R)
6         Rear Audio (R)/ Return R
7
8
9          Front Audio (L)

   10          Rear Audio (L)/ Return L
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14) SPDIF_IO (SPDIF / )
Sony/Philip Digital Interface Format / SPDIF

( A C - 3 )
( S P D I F  I n )

S P D I F
S P D I F

1 VCC
2 No Pin
3 SPDIF
4 SPDIFI
5
6

6

51

2

16) AUX_IN ( )
M P E G

1 AUX-L
2 GND
3 GND
4 AUX-R

1

15) CD_IN ( )
: C D - R O M D V D - R O M C D

1 CD-L
2
3
4 CD-R

1



- 21 -

17)  F_ USB1 / F_USB2 ( )
U S B U S B

U S B

1
2
3 USB DX-
4 USB Dy-
5 USB DX+
6 USB Dy+
7
8
9
10

1 9

2 10

18) IR ( )

I R

1 5

1 +5V
2
3
4
5

19) C I  ( )

1
2

1
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20) GAME ( )

1
2 GRX1_R
3
4 GPSA2
5
6 GPX2_R
7 GPY2_R
8 MSI_R
9 GPSA1
10
11 GPY1_R
12
13 GPSB1
14 MSO_R
15 GPSB2
16

1

2

15

16

21) CLR_CMOS ( CMOS )
C M O S

Clear   CMOS
1-2 Pin

CMOS1

1
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A w a r d  B I O S CMOS SETUP

CMOS SETUP CMOS SRAM
C M O S  S R A M

BIOS POST Power On Self  Test
Del Award BIOS CMOS SETUP BIOS

BIOS "C t r l +F1 "

BIOS 

<  >
<Enter>
<Esc> S E T U P
<Page Up>
<Page Down>
<F1>
<F2>
<F5> ( )
<F6> F a i l - S a f e ( )
<F7> O p t i m i z e d ( )
<F8> Q-Flash
<F9>
<F10> CMOS SETUP 

S E T U P S E T U P

< F 1 >
B I O S C M O S  S E T U P

< E s c >

(BIOS F2b)
C M O S  S E T U P

< E n t e r >

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features

Advanced BIOS Features

Integrated Peripherals

Power Management Setup

PnP/PCI Configurations

PC Health Status

MB Intelligent Tweaker(M.I.T.)

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

Ese: Quit : Select Item

F8: Q-Flash F10: Save & Exit Setup

Time, Date, Hard Disk Type...
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" C t r l  +  F 1 "
B I O S

Standard CMOS Features ( CMOS )

Advanced BIOS Features ( BIOS )
B I O S

Integrated Peripherals  ( )
IDE USB COM port LPT port AC97

Power Management Setup ( )
C P U

PnP/PCI Configuration ( PCI )
I S A P n P P C I

PC Health Status ( )

MB Intelligent Tweaker (M.I.T.) ( / )
C P U

Load Fail-Safe Defaults ( Fail-Safe )
B I O S C M O S

Load Optimized Defaults ( Optimized )
C M O S

Set Supervisor Password ( )
S E T U P C M O S

Set User Password ( )
P C B I O S

Save & Exit Setup ( )
S E T U P B I O S

< F 1 0 >
Exit Without Saving ( SETUP )

< E S C >
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C M O S

Date (mm:dd:yy) ( ) / Time (hh:mm:ss) ( )
/ / / 2 4

/ /

(mm) 1 12
(dd) 1 28/29/30/31
(yy) 1999 2098

IDE Channel 0 Master(Slave) / IDE Channel 1 Master(Slave)
[ / ( / )IDE ]

IDE HDD Auto-Detection " E n t e r "
IDE Channel 0/1 Master(Slave) / ( / )IDE

•  None I D E N o n e

•  Auto B IOS P O S T IDE ( )
•  Manual

Access Mode CHS/ LBA/ Large/ Auto (
Auto)

IDE Channel 2/3 Master [ / ( IDE ]
IDE HDD Auto-Detection " E n t e r "
IDE Extended Drive / ( )IDE

•  None I D E N o n e

•  Auto B IOS P O S T IDE ( )
Access Mode Large/  Auto  ( Auto)
Capacity

Cylinder

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Standard CMOS Features

Date (mm:dd:yy) Fri, Jan 9 2004
Time (hh:mm:ss) 22:31:24

IDE Channel 0 Master [None]
IDE Channel 0 Slave [None]
IDE Channel 1 Master [None]
IDE Channel 1 Slave [None]
IDE Channel 2 Master [None]
IDE Channel 3 Master [None]

Drive A [1.44M, 3.5"]
Drive B [None]
Floppy 3 Mode Support [Disabled]

Halt On [All, But Keyboard]

Base Memory 640K
Extended Memory 127M
Total Memory 128M

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level
Change the day, month,
year

<Week>
Sun. to Sat.

<Month>
Jan. to Dec.

<Day>
1 to 31 (or maximum
allowed in the month)

<Year>
1999 to 2098
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Head
Precomp Precompensation
Landing Zone
Sector

Drive A / Drive B (  A:/ B: )
None N o n e
360K, 5.25" 5 .25 360KB
1.2M, 5.25" 5 .25 1 .2MB
720K, 3.5" 3 7 2 0 K B
1.44M, 3.5" 3 1 . 4 4 M B
2.88M, 3.5" 3 2 . 8 8 M B

Floppy 3 Mode Support (  3 Mode )
Disabled 3  M o d e
Drive A A: 3 Mode
Drive B B: 3 Mode
Both A: B: 3 Mode

Halt on ( )
P O S T

All Errors
No Errors
All, But Keyboard ( )
All, But Diskette
All, But Disk/Key

Memory ( )
BIOS POST(Power On Self  Test)

STANDARD CMOS SETUP
Base Memory PC 640KB MS-DOS

E x t e n d e d  M e m o r y
Base Other   Memory

M o d u l e
T o t a l  M e m o r y
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 BIOS 

Hard Disk Boot Priority ( )

< > < > < + > < - >
< E S C >

First / Second / Third Boot Device ( / / )

Floppy
LS120 L S 1 2 0
Hard Disk
CDROM
ZIP Z I P
USB-FDD U S B
USB-ZIP U S B - Z I P
USB-CDROM U S B
USB-HDD U S B
Legacy LAN
Disabled

Password Check ( )
System C M O S  S E T U P
Setup C M O S  S E T U P ( )

S E T U P
< E n t e r >

Hard Disk Boot Priority [Press Enter]

First Boot Device [Floppy]

Second Boot Device [Hard Disk]

Third Boot Device [CDROM]

Password Check [Setup]

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Advanced BIOS Features

Item Help
Menu Level

Select Hard Disk Boot
Device Priority
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       Item Help

Menu Level 

If a hard disk
controller card is
used, set at Disabled

[Enabled]
Enable onboard IDE
PORT

[Disabled]
Disable onboard IDE
PORT

OnChip IDE Channel0 [Enabled]

OnChip IDE Channel1 [Enabled]

OnChip Serial ATA [Enabled]

SATA Mode [RAID]

AC97 Audio [Auto]

USB 1.1 Controller [Enabled]

USB 2.0 Controller [Enabled]

USB Keyboard Support [Disabled]

USB Mouse Support [Disabled]

Onboard H/W LAN * [Enabled]

OnBoard LAN Boot ROM * [Disabled]

Onboard Serial Port 1 [3F8/IRQ4]

Onboard Serial Port 2 [2F8/IRQ3]

UART Mode Select [Normal]

x UR2 Duplex Mode Half

Onboard Parallel Port [378/IRQ7]
Parallel Port Mode [SPP]

Game Port Address [201]

Midi Port Address [Disabled]

 x Midi Port IRQ  5

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Integrated Peripherals

OnChip IDE Channel0 ( channel PCI IDE )
Enabled c h a n n e l I D E ( )
Disabled

OnChip IDE Channel1 ( channel IDE )
Enabled c h a n n e l I D E ( )
Disabled

"*"  7VT880-RZ

OnChip Serial ATA ( Serial ATA)
Enabled VT8237R Serial ATA ( )
Disabled VT8237R Serial ATA

SATA Mode
RAID SATA RAID ( )
IDE SATA IDE

AC97 Audio ( AC97 )
Auto A C 9 7 ( )
Disabled A C 9 7

USB 1.1 Controller (USB1.1 )
Enabled USB1 .1  ( )
Disabled USB1.1  

USB 2.0 Controller (USB2.0 )
Enabled USB2 .0  ( )
Disabled USB2.0  
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"*"  7VT880-RZ

USB Keyboard Support (USB )
Enabled U S B
Disabled U S B ( )

USB Mouse Support (USB )
Enabled U S B
Disabled U S B ( )

Onboard H/W LAN ( ) *
Enabled ( )
Disabled

Onboard LAN Boot  ROM ( ) *

Enabled
Disabled ( )

Onboard Serial  Port  1 ( 1)
Auto B I O S
3F8/IRQ4 1 COM 1 3F8 / IRQ4 ( )
2F8/IRQ3 1 COM 2 2F8 / IRQ3
3E8/IRQ4 1 COM 3 3E8 / IRQ4
2E8/IRQ3 1 COM 4 2E8 / IRQ3
Disabled 1

Onboard Serial  Port  2 ( 2)
Auto B I O S
3F8/IRQ4 2 COM 1 3F8/ IRQ4
2F8/IRQ3 2 COM 2 2F8 / IRQ3 ( )
3E8/IRQ4 2 COM 3 3E8 / IRQ4
2E8/IRQ3 2 COM 4 2E8 / IRQ3
Disabled 2

UART Mode Select  ( )
2 ( S e r i a l  p o r t  2 )

2 2 D i s a b l e d

Normal ( )
IrDA I / O I r D A
ASKIR I / O A S K I R

UR2 Duplex Mode ( )
UART Mode Select [ASKIR] [IrDA]

Full
Half ( )

Onboard Parallel  Port ( )
378/IRQ7 3 7 8 / I R Q 7 ( )
278/IRQ5 2 7 8 / I R Q 5
3BC/IRQ7 3 B C / I R Q 7
Disabled
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ACPI Suspend Type [S1(POS)]
x USB Device Wake-Up From S3 Disabled

Power LED in S1 state [Blinking]

Soft-Off by PWRBTN [Instant-Off]
AC BACK Function [Soft-Off]

Keyboard Power On [Disabled]

Mouse Power On [Disabled]
PME Event Wake Up [Enabled]

ModemRingOn/WakeOnLan [Enabled]

Resume by Alarm [Disabled]

x Date (of Month) Alarm Everyday
x Time (hh:mm:ss) Alarm 0 : 0 : 0

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Power Management Setup

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

       Item Help

Menu Level 

[S1]

Set suspend type to

Power On Suspend under

ACPI OS

[S3]

Set suspend type to

Suspend to RAM under

ACPI OS

Parallel Port Mode ( )
SPP ( )
EPP EPP (Enhanced Parallel Port)
ECP ECP (Extended Capabilities Port)
ECP+EPP E P P E C P

Game Port Address
Disabled
201  game port address  201. ( )
209  game port address  209.

Midi Port Address
Disabled ( )
330  midi port address  330.
300  midi port address  300.

Midi Port IRQ
Midi Port Address "330" "300"

5  midi port IRQ 5.  ( )
10  midi port IRQ 10.

ACPI Suspend Type ( )
S1(POS) ACPI S1/POS (Power On Suspend) ( )
S3(STR) ACPI S3/STR (Suspend To RAM)

USB Device Wake-Up From S3 ( S3 USB )
Disabled ( )
Enabled S 3 U S B

Power LED in S1 state (Power LED S1 )
Blinking  S1 Power LED  ( )
Dual/OFF  S1  Power  LED
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Soft-Off by PWRBTN ( )
Instant-Off ( )
Delay 4 Sec 4

AC BACK Function ( )
Soft-Off ( )
Full-On
Memory

Keyboard Power On ( )
Disabled ( )
Password 1 - 8
Keyboard 98 Windows  98

Mouse Power On ( )
Enabled P S / 2
Disabled ( )

PME Event  Wake Up ( )
+ 5 V S B 1

Disabled
Enabled ( )

ModemRingOn/WakeOnLan ( / )
Disabled /
Enabled / ( )

Resume by Alarm ( )
E n a b l e d

Disabled ( )
Enabled

Date (of Month) Alarm : Everyday, 1~31
Time (hh: mm: ss) Alarm : (0~23) : (0~59) : (0~59)
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P C I

PCI1/5 IRQ Assignment
Auto B I O S ( )
3,4,5,7,9,10,11,12,14,15 PCI 1/5 IRQ 3,4,5,7,9,10,11,12,14,15

PCI2 IRQ Assignment
Auto B I O S ( )
3,4,5,7,9,10,11,12,14,15 PCI 2 IRQ 3,4,5,7,9,10,11,12,14,15

PCI3 IRQ Assignment
Auto B I O S ( )
3,4,5,7,9,10,11,12,14,15 PCI 3 IRQ 3,4,5,7,9,10,11,12,14,15

PCI4 IRQ Assignment
Auto B I O S ( )
3,4,5,7,9,10,11,12,14,15 PCI 4 IRQ 3,4,5,7,9,10,11,12,14,15

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
PnP/PCI Configurations

PCI1/5 IRQ Assignment [Auto]
PCI2 IRQ Assignment [Auto]
PCI3 IRQ Assignment [Auto]
PCI4 IRQ Assignment [Auto]

Item Help
Menu Level

Device(s) using this
INT:

USB 1.1 Host Cntrlr
-Bus 0 Dev16 Func 3
USB 1.1 Host Cntrlr
-Bus 0 Dev16 Func 2

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults
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CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
PC Health Status

Reset Case Open Status [Disabled]

Case Opened  No

Vcore  OK

DDR 2.5V  OK

+3.3V  OK

+12V  OK

Current CPU Temperature  27°C

Current CPU FAN Speed  4821 RPM

Current SYSTEM FAN Speed  0 RPM

CPU FAN Fail Warning [Disabled]

System FAN Fail Warning [Disabled]

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level

[Disabled]
Don't reset case
open status

[Enabled]
Clear case open status
and set to be Disabled at
next boot Disabled
at next boot

Reset Case Open Status  ( )
Disabled ( )
Enabled

Case Opened
"Case  Opened" "No"

"Case  Opened" "Yes "
 "Case Opened"  "Reset Case Open Status"  "Enable"

Current Voltage(V) Vcore / +3.3V / DDR 2.5V / +12V

Current  CPU Temperature
 CPU

Current CPU/SYSTEM FAN Speed (RPM)
C P U /

CPU/SYSTEM FAN Fail Warning (CPU )
Enabled C P U / S Y S T E M
Disabled C P U / S Y S T E M ( )
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/

DRAM Timing
Auto By SPD BIOS DRAM SPD DRAM Timing.( )
Manual DRAM T im ing .

DRAM CAS Latency
1.5/2/2.5/3 DRAM CAS Latency time 1.5/2/2.5/3( :3).

Bank Interleave
D R A M .

4 Bank /2 Bank /Disabled DRAM 4 Bank/2 Bank/Disabled( :4 Bank).

Precharge to Active(Trp)
2T/3T/4T/5T Precharge to Active(Trp) 2T/3T/4T/5T( :3T)

Active to Precharge(Tras)
6T/7T/8T/9T Active to Precharge(Tras) 6T/7T/8T/9T( :8T)

Active to CMD(Trcd)
2T/3T/4T/5T Active to CMD(Trcd) 2T/3T/4T/5T( :3T)

RET to ACT/REF to REF(Trfc)
12T/13T/14T/15T RET to ACT/REF to REF(Trfc) 12T/13T/14T/15T( :14T)

ACT(0) to ACT(1) (Trrd)
2T/3T ACT(0) to ACT(1) (Trrd) 2T/3T( :2T)

CPU Ratio Control
C P U

5X~22X,Normal C P U . ( : N o r m a l )

Spread Spectrum Modulated ( )
Disabled
Enabled ( )

DRAM Timing [Auto By SPD]
DRAM CAS Latency 3

x  Bank Interleave 4 Bank
Precharge to Active (Trp) 3T

x Active to Precharge (Tras) 8T
x  Active to CMD (Trcd) 3T
x RET to ACT/REF to REF(Trfc) 14T

ACT(0) to ACT(1) (Trrd) 2T
CPU Ratio Control [Normal]
Spread Spectrum Modulated [Enabled]
CPU Host Clock Control Disabled

x CPU Host Frequency (MHz) 133
PCI/AGP Frequency (Mhz) 33/66
DRAM Clock [By SPD]
CPU Voltage Control Normal
Normal CPU Vcore 1.600V
AGP Voltage Control Normal
DDR Voltage Control Normal AUTO

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
MB Intelligent Tweaker(M.I.T.)

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

      Item Help

Menu Level

Set CPU Ratio if CPU
Ratio is unclocked
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CPU Host Clock Control

2 0

Disable CPU Host Clock ( )
Enable CPU Host Clock

CPU Host Frequency (MHz)
 "CPU Host Clock Control" Enabled

100~132 CPU 100MHz 100MHz~132MHz

133~165 CPU 133MHz 133MHz~165MHz

166~250 CPU 166MHz 166MHz~250MHz

200~254 CPU 200MHz 200MHz~254MHz

PCI/AGP Frequency (MHz)
CPU Host Frequency(Mhz) .

DRAM Clock (MHz)
By SPD S P D ( )
133 D D R 2 6 6 " 1 3 3 "
166 D D R 3 3 3 " 1 6 6 "
200 D D R 4 0 0 " 2 0 0 "

CPU Voltage Control
C P U C P U

Normal C P U  ( )
1.100V~ 2.050V C P U

Normal CPU Vcore
C P U

 AGP Voltage Control (AGP )
A G P

Auto A G P A G P 1 . 5 V ( )
+0.1V AGP +0.1V
+0.2V AGP +0.2V
+0.3V AGP +0.3V

 DDR Voltage Control (DIMM )
D I M M

Auto D IMM DIMM 2 . 5 V ( )
+0.1V DIMM +0.1V
+0.2V DIMM +0.2V
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Fail-Safe

< Y > < E n t e r > B I O S
Fai l -Safe  Defau l ts Fa i l -

Safe  Defau l ts

Optimized

< Y > <En te r> CMOS

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features

Advanced BIOS Features

Integrated Peripherals

Power Management Setup

PnP/PCI Configurations

PC Health Status

MB Intelliigent Tweaker(M.I.T.)

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

Esc: Quit : Select Item

F8: Q-Flash F10: Save & Exit Setup

Load Fail-Safe Defaults

Load Fail-Safe Defaults (Y/N)? N

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features

Advanced BIOS Features

Integrated Peripherals

Power Management Setup

PnP/PCI Configurations

PC Health Status

MB Intelliigent Tweaker(M.I.T.)

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

Esc: Quit : Select Item

F8: Q-Flash F10: Save & Exit Setup

Load Optimized Defaults

Load Optimized Defaults (Y/N)? N

(Supervisor)/ (User)
CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features

Advanced BIOS Features

Integrated Peripherals

Power Management Setup

PnP/PCI Configurations

PC Health Status

MB Intelliigent Tweaker(M.I.T.)

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

Esc: Quit : Select Item

F8: Q-Flash F10: Save & Exit Setup

Change/Set/Disable Password

Enter Password:

8 Ente r BIOS

Enter BIOS PASSWORD DISABLED
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<Y> <Enter> RTC CMOS Setup Uti l i ty
< N > < E s c >

S E T U P

<Y> <Enter> Setup Uti l i ty <N> <Esc>

S E T U P

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features

Advanced BIOS Features

Integrated Peripherals

Power Management Setup

PnP/PCI Configurations

PC Health Status

MB Intelliigent Tweaker(M.I.T.)

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

Esc: Quit : Select Item

F8: Q-Flash F10: Save & Exit Setup

Save Data to CMOS

Save to CMOS and EXIT (Y/N)? Y

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features

Advanced BIOS Features

Integrated Peripherals

Power Management Setup

PnP/PCI Configurations

PC Health Status

MB Intelliigent Tweaker(M.I.T.)

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

Esc: Quit : Select Item

F8: Q-Flash F10: Save & Exit Setup

Abandon all Data

Quit Without Saving (Y/N)? N

Supervisor
Supervisor Advanced BIOS Features Password Check

"Setup" CMOS SETUP Supervisor
U s e r

User Advanced BIOS Features Password Check
SYSTEM User Supervisor
CMOS SETUP USER Password BIOS Supervisor

CMOS SETUP
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Revision History

 Windows XP 

( " "
se tup .exe )

 "Xpress Install" 

"Xpress Install"

"Xpress Install"  " " 
 " " 

" "

Windows XP USB2.0  Windows Ser-
vice Pack \ \ 

"?" (  USB 2.0 
)
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Revision HistoryRevision History

"*"  7VT880-RZ

VIA 4IN1 Driver

VIA INF AGP IDE DMA

USB Patch for WinXP

USB Windows XP S3(STR)

Realtek Lan Driver *

Realtek RTL8100C

RealTek AC97 Audio Driver

RealTek AC97

VIA 8237 Serial ATA Driver

VIA Serial ATA

VIA USB 2.0 Controller

VIA USB2.0
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1 .  

2 .  

3 .  
2000 52 ( ) 1
2001 1 ( ) 2
2003 1 ( ) 3

"SN" "SN"
010471933180703021SN0412030006
SN0140002546

4 .  

5 .  
a.
b.
c.

11:00 ~ 9:00
( )

14
(02)2358-7250

~ 8:30 ~ 17:30
( )

136 6
(02)8227-6136

11:00 ~ 9:00
( )

278
(03)572-5747

11:00 ~ 9:00
( )

81
(04)2301-5511

11:00 ~ 9:00
( )

145
(06)221-7374

d.
e.
f.

h t t p : / / s e r v i c e . g i g a b y t e . c o m . t w

11:00 ~ 9:00
( )

51-1
(07)235-4340

~ 9:00 ~ 12:00
1:00 ~ 5:00 ( )

215
(03)439-6333 ext.1913

  (03)403-0165
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6
+886 (2) 8912-4888
+886 (2) 8912-4003

:  0800-079-666  02-8665-2665
~   09:30~  08:30

(  
 09:00~ 06:00 )

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
( ): http://www.gigabyte.com.tw
( ): http://chinese.giga-byte.com

     

G.B.T. INC.
+ 1-626-854-9338
+ 1-626-854-9339

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
 http://www.giga-byte.com
     

G.B.T. Technology Trading GmbH
+49-40-2533040 (Sales)
+49-1803-428468 (Tech.)
+49-40-25492343 (Sales)
+49-1803-428329 (Tech.)

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
 http://www.gigabyte.de

     

NIPPON GIGA-BYTE CORPORATION
http://www.gigabyte.co.jp

     

GIGA-BYTE SINGAPORE PTE. LTD.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
     

G.B.T. TECH. CO., LTD.
+44-1908-362700
 +44-1908-362709

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
 http://uk.giga-byte.com
     

GIGA-BYTE TECHNOLOGY B.V.
+31-40-290-2088

NL Tech.Support 0900-GIGABYTE (0900-44422983)
BE Tech.Support 0900-84034

+31-40-290-2089

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
http://www.giga-byte.nl
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http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
http://www.gigabyte.com.cn

+86-21-63410999
+86-21-63410100

+86-10-62102838
+86-10-62102848

+86-27-87851061
+86-27-87851330

+86-20-87586074
+86-20-85517843

+86-28-85236930
+86-28-85256822

+86-29-85531943
+86-29-85539821

+86-24-23960918
+86-24-23960918-809

     

GIGABYTE TECHNOLOGY PTY. LTD.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.giga-byte.com.au

     

GIGABYTE TECHNOLOGY FRANCE S.A.R.L.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.fr

     

Moscow Representative Office Of GIGA-BYTE Technology
Co., Ltd.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.ru

     

Office of GIGA-BYTE TECHNOLOGY Co., Ltd. in POLAND

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.pl
     

Representative Office Of GIGA-BYTE Technology Co., Ltd.
SERBIA & MONTENEGRO

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.co.yu

     

Representative Office Of GIGA-BYTE Technology Co., Ltd.
CZECH REPUBLIC

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.cz

     

Representative Office Of GIGA-BYTE Technology Co., Ltd.
Romania

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.com.ro
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