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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software
Power Management Setup

ACPI Suspend Type [S1(POS)] Item Help
Power LED in S1 State [Blinking] Menu Level X
Soft-Off by PWR-BTTN [Instant-off]
PME Event Wake Up [Enabled]
ModemRingOn/WakeOnLAN [Enabled]
Resume by Alarm [Disabled]

 Date(of Month) Alarm Everyday
 Time(hh:mm:ss) Alarm 0 :    0 :   0

Power On By Mouse [Disabled]
Power On By Keyboard [Disabled]

KB Power On Password Enter
AC Back Function [Soft-Off]

KLJI : Move  Enter:Select +/-/PU/PD:Value F10:Save  ESC:Exit  F1:General Help
    F3:Language   F5:Previous Values  F6:Fail-Safe Defaults  F7:Optimized Defaults



- 42 -



- 43 -



- 44 -

CMOS Setup Utility-Copyright (C) 1984-2002 Award Software
PnP/PCI Configurations

PCI1/PCI5 IRQ Assignment [Auto] Item Help
PCI2 /PCI6 IRQ Assignment [Auto] Menu Level X
PCI3 IRQ Assignment [Auto]
PCI4 IRQ Assignment [Auto]

KLJI : Move  Enter:Select +/-/PU/PD:Value F10:Save  ESC:Exit  F1:General Help
    F3:Language  F5:Previous Values  F6:Fail-Safe Defaults  F7:Optimized Defaults
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software
PC Health Status

Reset Case Open Status [Disabled]
Case Opened No
VCORE 1.746V Item Help
VCC18 1.792V
+3.3V 3.296V Menu Level X
+ 5V 5.080 V
+12V 11.904V
Current CPU Temperature 39°C
Current CPU FAN Speed 4821 RPM
Current POWER FAN speed 0 RPM
Current SYSTEM FAN speed 0 RPM
CPU Warning Temperature [Disabled]
CPU FAN Fail Warning [Disabled]
POWER FAN Fail Warning [Disabled]
SYSTEM FAN Fail Warning [Disabled]
KLJI : Move  Enter:Select +/-/PU/PD:Value F10:Save  ESC:Exit  F1:General Help
    F3:Language   F5:Previous Values  F6:Fail-Safe Defaults  F7:Optimized Defaults
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software
Frequency/Voltage Control

CPU Clock Ratio [ 15X] Item Help
CPU Host Clock Control [Disable] Menu Level X

CPU Host Frequency(MHz) 100
Fixed PCI/AGP Frequency 33/66

Host/DRAM Clock ratio [Auto]
Memory Frequency(MHz) 266
PCI/AGP Frequency(MHz) 33/66
DIMM OverVoltage Control [Normal]
AGP OverVoltage Control [Normal]
CPU Voltage Control [Normal]
Normal CPU Vcore 1.75V
KLJI : Move  Enter:Select +/-/PU/PD:Value F10:Save  ESC:Exit  F1:General Help
    F3:Language   F5:Previous Values  F6:Fail-Safe Defaults  F7:Optimized Defaults
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

`Standard CMOS Features Select Language

`Advanced BIOS Features Load Fail-Safe Defaults

`Integrated Peripherals Load Optimized Defaults

`Power Management Setup Load Top Performance Defaults

`PnP/PCI Configurations Set Supervisor Password

`PC Health Status Set User Password

`Frequency/Voltage Control Save & Exit Setup

Top Performance Exit Without Saving

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

Disabled...................[ ]
Enabled................... [ ]

KL : Move                                        ENTER: Accept

ESC: Abort



- 50 -

CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

`Standard CMOS Features Select Language

`Advanced BIOS Features Load Fail-Safe Defaults

`Integrated Peripherals Load Optimized Defaults

`Power Management Setup Set Supervisor Password
`PnP/PCI Configurations Set User Password

`PC Health Status Save & Exit Setup

`Frequency/Voltage Control Exit Without Saving

Top Performance

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

u
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

`Standard CMOS Features Select Language

`Advanced BIOS Features Load Fail-Safe Defaults

`Integrated Peripherals Load Optimized Defaults

`Power Management Setup Set Supervisor Password

 `PnP/PCI Configurations Set User Password

`PC Health Status Save & Exit Setup

`Frequency/Voltage Control Exit Without Saving

Top Performance

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

Load Fail-Safe Defaults

Load Fail-Safe Defaults? (Y/N)?N
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

`Standard CMOS Features Select Language

`Advanced BIOS Features Load Fail-Safe Defaults

`Integrated Peripherals Load Optimized Defaults

`Power Management Setup Set Supervisor Password

`PnP/PCI Configurations Set User Password

`PC Health Status Save & Exit Setup

`Frequency/Voltage Control Exit Without Saving

Top Performance

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

Load Optimized Defaults

Load Optimized Defaults? (Y/N)?N



BIOSのセットアップ- 53 -

日
本
語

日
本
語

日
本
語

日
本
語

日
本
語

管理者/ユーザーパスワードの設定

この機能を選択すると、画面中央に以下のようなメッセージが表示され、パスワード作成手順をアシス

トしてくれます。

パスワード (最大8文字) を入力し、<Enter>を押してください。パスワードを確認するよう要求され

ます。もう一度パスワードを入力し、<Enter>を押してください。<Esc>を押して選択を破棄し、パス

ワードを入力せずに終了することもできます。

パスワードを無効にするには、パスワード入力画面で<Enter>を押してください。"PASSWORD DIS-

ABLED"というメッセージが画面に表示されます。パスワードを無効にすると、システムは再起動時に自

由にセットアップにアクセスすることができるようになります。

BIOSセットアッププログラムでは、2種類のパスワードを設定することができます。SUPERVISOR(管理

者)パスワードとUSER(ユーザー)パスワードです。無効に設定されている場合、誰でもすべてのBIOS

セットアッププログラムへアクセスすることができます。有効に設定されている場合、BIOSセットアッ

ププログラムの全ての項目へアクセスするには管理者パスワードが必要となり、基本的なアイテムへの

アクセスにはユーザーパスワードが必要となります。

拡張BIOS設定機能メニューの"Security Option"で"System"を選択した場合、

システム起動時またはセットアップメニューへのアクセス時に、常にパスワー

ド入力が必要となります。

拡張BIOS機能メニューの"Security Option"で"Setup"を選択した場合は、

セットアップへアクセスする場合のみパスワード入力が必要となります。

図13:パスワード設定

CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

Standard CMOS Features Select Language

Advanced BIOS Features Load Fail-Safe Defaults

Integrated Peripherals Load Optimized Defaults

Power Management Setup Set Supervisor Password

 PnP/PCI Configurations Set User Password

PC Health Status Save & Exit Setup

Frequency/Voltage Control Exit Without Saving

Top Performance

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

Change/Set/Disable Password

Enter Password:
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

`Standard CMOS Features Select Language

`Advanced BIOS Features Load Fail-Safe Defaults

`Integrated Peripherals Load Optimized Defaults

`Power Management Setup Set Supervisor Password

`PnP/PCI Configurations Set User Password

`PC Health Status Save & Exit Setup

`Frequency/Voltage Control Exit Without Saving

Top Performance

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

Save Data to CMOS

Save to CMOS and EXIT (Y/N)? Y
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

`Standard CMOS Features Select Language

`Advanced BIOS Features Load Fail-Safe Defaults

`Integrated Peripherals Load Optimized Defaults

`Power Management Setup Set Supervisor Password
`PnP/PCI Configurations Set User Password

`PC Health Status Save & Exit Setup

`Frequency/Voltage Control Exit Without Saving

Top Performance

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

 Abandon all Data

Quit Without Saving (Y/N)? N
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AMIBIOS SIMPLE SETUP UTILITY - VERSION 1.24b
(C) 1999 American Megatrends, Inc. All Rights Reserved

STANDARD CMOS SETUP INTEGRATED PERIPHERALS

BIOS FEATURES SETUP HARDWARE MONITOR & MISC SETUP

CHIPSET FEATURES SETUP SUPERVISOR PASSWORD

POWER MANAGEMENT SETUP USER PASSWORD

PNP / PCI CONFIGURATION IDE HDD AUTO DETECTION

LOAD BIOS DEFAULTS SAVE & EXIT SETUP

LOAD SETUP DEFAULTS EXIT WITHOUT SAVING

ESC: Quit KLIJ : Select Item (Shift)F2 : Change Color F5: Old Values

F6:  Load BIOS Defaults       F7: Load Setup Defaults           F10:Save & Exit

Time, Date , Hard Disk Type…

7VTX F1
Check System Health OK
AMD-Athlon(tm)Processor-900MHz
Checking NVRAM...
262144KB

Wait...
Press F1 to enter Dual BIOS Utility. Press ESC to quit
Press any key to contiune

( C ) American Megatrends Inc.,
63-0001-001199-00101111-071595-VIA_K7-GA7VTX1-F

American     Release:09/16/99
Megatrends  AMIBIOS (C) 1999 American Megatrend
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         AMIBIOS SETUP - BIOS FEATURES SETUP
( C ) 2001 American Megatrends, Inc. All Rights Reserved

1st Boot Device : Floppy
2nd Boot Device : IDE-0
3rd Boot Device : CDROM
S.M.A.R.T. for Hard Disks : Disabled
BootUp Num-Lock : On ESC: Quit KLIJ: Select Item
Floppy Drive Seek : Disabled F1   : Help PU/PD/+/- : Modify
Password Check : Setup F5   : Old  Values   (Shift)F2: Color

F6   : Load BIOS Defaults
F7   : Load Setup Defaults

AMIBIOS SIMPLE SETUP UTILITY - VERSION 1.24b
(C) 2001 American Megatrends, Inc. All Rights Reserved

STANDARD CMOS SETUP INTEGRATED PERIPHERALS

BIOS FEATURES SETUP HARDWARE MONITOR & MISC SETUP

CHIPSET FEATURES SETUP SUPERVISOR PASSWORD

POWER MANAGEMENT SETUP USER PASSWORD

PNP / PCI CONFIGURATION IDE HDD AUTO DETECTION

LOAD BIOS DEFAULTS SAVE & EXIT SETUP

LOAD SETUP DEFAULTS EXIT WITHOUT SAVING

ESC: Quit KLIJ : Select Item (Shift)F2 : Change Color F5: Old Values

F6:  Load BIOS Defaults       F7: Load Setup Defaults           F10:Save & Exit

Save Data to CMOS & Exit SETUP

Save to CMOS and EXIT (Y/N)? Y
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\
\

\

Starting Windows 98…

Microsoft(R) Windows98
    © Copyright Microsoft Corp 1981-1999

A:\> dir/w
    Volume in drive A has no label
Volume Serial Number is 16EB-353D
Directory of A:\
COMMAND.COM     7VTX.F4    FLASH841.EXE
              3 file(s)       838,954  bytes
              0 dir(s)        324,608  bytes free

A:\> Flash841 7VTX.F4
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Are you sure to flash the BIOS?
[Enter] to continue Or [Esc] to cancel?

                         EXIT?
[Enter] to continue Or [Esc] to cancel?
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7VTX F4
Check System Health OK
AMD-Athlon(tm)Processor-900MHz
Checking NVRAM...
262144KB

Wait...
Press F1 to enter Dual BIOS Utility. Press ESC to quit
Press any key to contiune

( C ) American Megatrends Inc.,
63-0001-001199-00101111-071595-VIA_K7-GA7VTX1-F

American     Release:09/16/99
Megatrends  AMIBIOS (C) 1999 American Megatrend

AMIBIOS SIMPLE SETUP UTILITY - VERSION 1.24b
(C) 2001 American Megatrends, Inc. All Rights Reserved

STANDARD CMOS SETUP INTEGRATED PERIPHERALS

BIOS FEATURES SETUP HARDWARE MONITOR & MISC SETUP

CHIPSET FEATURES SETUP SUPERVISOR PASSWORD

POWER MANAGEMENT SETUP USER PASSWORD

PNP / PCI CONFIGURATION IDE HDD AUTO DETECTION

LOAD BIOS DEFAULTS SAVE & EXIT SETUP

LOAD SETUP DEFAULTS EXIT WITHOUT SAVING

ESC: Quit KLIJ : Select Item (Shift)F2 : Change Color F5: Old Values

F6:  Load BIOS Defaults       F7: Load Setup Defaults           F10:Save & Exit

Load Setup Defaults

Load Setup Defaults? (Y/N)?N
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AMIBIOS SIMPLE SETUP UTILITY - VERSION 1.24b
(C) 2001 American Megatrends, Inc. All Rights Reserved

STANDARD CMOS SETUP INTEGRATED PERIPHERALS

BIOS FEATURES SETUP HARDWARE MONITOR & MISC SETUP

CHIPSET FEATURES SETUP SUPERVISOR PASSWORD

POWER MANAGEMENT SETUP USER PASSWORD

PNP / PCI CONFIGURATION IDE HDD AUTO DETECTION

LOAD BIOS DEFAULTS SAVE & EXIT SETUP

LOAD SETUP DEFAULTS EXIT WITHOUT SAVING

ESC: Quit KLIJ : Select Item (Shift)F2 : Change Color F5: Old Values

F6:  Load BIOS Defaults       F7: Load Setup Defaults           F10:Save & Exit

Save Data to CMOS & Exit SETUP

Save to CMOS and EXIT (Y/N)? Y
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CMOS Setup Utility-Copyright (C) 1984-2002 Award Software

`Standard CMOS Features Select Language

`Advanced BIOS Features Load Fail-Safe Defaults

`Integrated Peripherals Load Optimized Defaults

`Power Management Setup Set Supervisor Password
`PnP/PCI Configurations Set User Password

`PC Health Status Save & Exit Setup

`Frequency/Voltage Control Exit Without Saving

Top Performance

ESC:Quit F3:Change Language

F8:Dual BIOS /Q-Flash F10:Save & Exit Setup

Enter Dual BIOS / Q-Flash Utility (Y/N)? Y
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Dual BIOS / Q-Flash Utility V845.4MF3
(C) 2001, GIGA-BYTE Technology Co., LTD.

Wide Range Protection :Disabled
Halt On BIOS Defects :Disabled
Auto Recovery :Enabled
Boot From :Main BIOS
BIOS Recovery :Main to Backup

F3: Load Default F5:Start BIOS Recovery
F7: Save And Restart F9:Exit Without Saving
F8: Update BIOS from disk F10:Recovery from Disk

Use <Space> key to toggle setup
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(1) (2)

(3)

Click " ".
Click here.

(4)
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