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LGA775
Processor

SiS 661FX
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Intel® Pentium® 4 LGA775
 800/533MHz FSB

L 2 C P U
: SiS® 661FX
: SiS® 964

2 184-pin DDR DIMM 
 DDR400/333/266 DIMM

2GB DRAM
1 AGP AGP 4X/8X (1.5V)
3 PCI

IDE 2 IDE (UDMA 33/ATA 66/ATA 100/ATA 133) 4 IDE

SATA 2 Serial ATA
1 2
1 Normal /EPP/ECP
1 VGA 1 COMA COMB
8 USB 2.0/1.1 ( x  4 x 4-- )
1
1 PS/2
1 PS/2

SiS® 661FX
ICS1883

1  RJ45
Realtek ALC655 CODEC

 Line In ; Line Out ; MIC In
2/4/6 
SPDIF /

CD In
Jack Sensing

I/O IT8705AF
C P U  /
C P U  

C P U  

1-2
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SATA RAID  S iS964
- striping (RAID 0) mirroring (RAID 1)
- JBOD
- 1 5 0 M B
-
-  2 SATA

BIOS     AWARD BIOS
  Q-Flash
 @BIOS
 EasyTune
 BIOS  (CPU/DDR/AGP)
 Micro-ATX ; 24.4  x 23
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PS/2 PS/2
P S / 2 ( )

( )

A
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U S B U S B / U S B USB U S B

U S B
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1-6
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1-7

1) ATX_12V 10) F_PANEL
2) ATX 11) CD_IN
3) CPU_FAN 12) SPDIF_IO
4) SYS_FAN 13) F_USB1/F_USB2
5) IDE1/IDE2 14) C I
6) FDD 15) CLR_CMOS
7) SATA0/SATA1 16) COMB
8) F_AUDIO 17) PWR_LED
9) SUR_CEN 18) BAT

1711 139 1412

31 2

5

10

8

4

6

15
18
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7
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1/2) ATX_12V/ATX 

AT X _ 1 2 V C P U AT X _ 1 2 V

3 0 0

1
2
3 +12V
4 +12V

3 1

4 2

1 3.3V
2 3.3V
3  
4 VCC
5
6 VCC
7
8 Power Good
9         5V SB (stand by +5V)
10 +12V
11 3.3V
12 -12V
13
14 PS_ON (soft on/off)
15
16
17
18 -5V
19 VCC
20 VCC

1

1020

11
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1

CPU_FAN

SYS_FAN
1

3/4) CPU_FAN / SYS_FAN  (
+12V 3 - p i n / 4 - p i n

C P U _ F A N
+ 1 2 V ( G N D )

C P U

1
2 +12V
3
4

CPU_FAN
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5) IDE1/IDE2 (IDE )
IDE IDE IDE IDE

I D E ( ) I D E
M a s t e r S l a v e ( I D E

) :   I D E
 IDE

40

2 1

6) FDD (  )

360KB 720KB 1.2MB 1.44MB 2.88MB

12

3334

40 39

2 1

39

IDE IDE
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8) F_AUDIO (  )

Pin5 -6 P in9 -10 Jumper

1

10 9

2

7) SATA0/SATA1 (Serial ATA  SiS964
Serial ATA 150MB BIOS Serial ATA 

1
2 TXP
3 TXN
4
5 RXN
6 RXP
7

71
S_ATA

 (Control by SiS964)

1 MIC
2
3 MIC_BIAS
4
5          Front Audio (R)
6         Rear Audio (R)/ Return R
7
8
9          Front Audio (L)

   10          Rear Audio (L)/ Return L
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9) SUR_CEN ( )
S U R _ C E N

1 SUR OUTL
2 SUR OUTR
3
4
5          CENTER_OUT
6 BASS_OUT

1

6

5

2
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10)  F_PANEL ( )

1
2

19
20

HD
-

HD
+ RE

S+
RE

S- NC

IDE Hard Disk Active LED

Reset Switch

SP
EA

K-

MS
G-

MS
G+

PW
-

PW
+

Message LED/
Power/

Sleep LED

Speaker Connector

SP
EA

K+

Power
Switch

HD (IDE Hard Disk Active LED) Pin 1: LED anode(+)
Pin 2: LED cathode(-)

 
SPEAK (Speaker Connector) Pin 1: VCC(+)  +5v

Pin 2- Pin 3: NC 
Pin 4: Data(-) 

RES (Reset Switch) Open: Normal Operation 
Close: Reset Hardware System  

  
PW (Power Switch) Open: Normal Operation :

Close: Power On/Off : /
 

MSG (Message LED/Power/Sleep LED) Pin 1: LED anode(+)
Pin 2: LED cathode(-)

 
NC
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12) SPDIF_IO (SPDIF / )
Sony/Philip Digital Interface Format / SPDIF

( A C - 3 )
( S P D I F  I n )

S P D I F
S P D I F

1 VCC
2
3 SPDIF
4 SPDIFI
5
6

1

11) CD_IN ( )
C D - R O M D V D - R O M C D

.
1 CD-L
2
3
4 CD-R

1 5

62
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13) F1_USB / F2_USB (  )
U S B

U S B

1
2
3 USB0 DX-
4 USB1 Dy-
5 USB0 DX+
6 USB1 Dy+
7
8
9
10

1 9

2 10

14) CI ( )

1
2

1
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16) COMB ( B )

1 NDCDA-
2 NSINA
3 NSOUTA
4 NDTRA-
5
6 NDSRA-
7 NRTSA-
8 NCTSA-
9 NRIA-
10

15) CLR_CMOS ( CMOS
C M O S

C M O S
1 - 2

109

21

CMOS
1

1
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18) BAT ( )

1

17) PWR_LED
PWR_LED ON OFF Power  LED Sus-

p e n d

1 MPD+
2 MPD-
3 MPD-
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BIOS(Basic Input and Output System) CMOS SETUP

CMOS SETUP CMOS SRAM
CMOS SRAM

BIOS POST (Power-On Self Test ) <Del>
BIOS CMOS SETUP BIOS BIOS

"Ctr l  + F1"
B I O S

B I O S B I O S - - Q -
FlashTM @BIOSTM

Q - F l a s h T M  B I O S
B I O S

@BIOS TM Windows BIOS
B I O S

<  >
<Enter>
<Esc> SETUP
<Page Up>
<Page Down>
<F1>
<F2>
<F5> ( )
<F6> Fail-Safe ( )
<F7> Optimized ( )
<F8> Q-Flash
<F9>
<F10> CMOS SETUP 

SETUP SETUP

<F1>
BIOS CMOS SETUP <Esc>

BIOS
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(BIOS E3)
C M O S  S E T U P  

< E n t e r >

" C t r l  +  F 1 "
B I O S

Standard CMOS Features ( CMOS )

Advanced BIOS Features ( BIOS )
BIOS

Integrated Peripherals  ( )
IDE USB COM port LPT port AC97

Power Management Setup ( )
CPU

PnP/PCI Configuration ( PCI )
I S A P n P P C I

PC Health Status ( )

MB Intelligent Tweaker (M.I.T.) ( / )
C P U

Top Performance ( )
"Top Performance"  "Enabled"

Load Fail-Safe Defaults ( Fail-Safe )
B I O S C M O S

Load Optimized Defaults ( Optimized )
C M O S

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker (M.I.T.)

Top Performance
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Esc: Quit : Select Item
F8: Q-Flash F10: Save & Exit Setup

Time, Date, Hard Disk Type...
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Set Supervisor Password ( )
S E T U P C M O S

Set User Password ( )
PC BIOS

Save & Exit Setup ( )
 S E T U P  B I O S

<F10>
Exit Without Saving ( SETUP )

< E s c >
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2-1 Standard CMOS Features ( CMOS )

Date (mm:dd:yy) ( ) / Time (hh:mm:ss) ( )
/ / / 24

/ /

(mm) 1 12
(dd) 1 28/29/30/31
(yy) 1999 2098

IDE Channel 0/1 Master, Slave [ /  / IDE ]
IDE HDD Auto-Detection " E n t e r "
IDE Channel 0/1 Master(Slave) / ( / )IDE

•  None I D E N o n e

•  Auto B IOS P O S T IDE ( )
•  Manual

Access Mode CHS/ LBA/ Large/ Auto (
Auto)

Capacity

Cylinder
Head
Precomp Precompensation
Landing Zone
Sector

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Standard CMOS Features

Date (mm:dd:yy) Thu, July  29 2004
Time (hh:mm:ss) 22:31:24

IDE Channel 0 Master [None]
IDE Channel 0 Slave [None]
IDE Channel 1 Master [None]
IDE Channel 1 Slave [None]

Drive A [1.44M, 3.5"]
Drive B [None]
Floppy 3 Mode Support [Disabled]

Halt On [All, But Keyboard]

Base Memory 640K
Extended Memory 127M
Total Memory 128M

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
         F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level

Change the day, month,
year

<Week>
Sun. to Sat.

<Month>
Jan. to Dec.

<Day>
1 to 31 (or maximum
allowed in the month)

<Year>
1999 to 2098
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Drive A / Drive B (  A:/ B: )
None None
360K, 5.25" 5.25 360KB
1.2M, 5.25" 5.25 1.2MB
720K, 3.5" 3 720KB
1.44M, 3.5" 3 1 . 4 4 M B ( )
2.88M, 3.5" 3 2.88MB

Floppy 3 Mode Support (  3 Mode )
Disabled 3 Mode ( )
Drive A A: 3 Mode
Drive B B: 3 Mode
Both A: B: 3 Mode

Halt on ( )
POST

No Errors
All Errors
All, But Keyboard ( )
All, But Diskette
All, But Disk/Key

Memory ( )
BIOS POST(Power On Self  Test)

BIOS Standard CMOS Features
Base Memory PC 640KB MS-DOS

E x t e n d e d  M e m o r y
Base Othe r  Memory

M o d u l e
Total Memory
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2-2 Advanced BIOS Features ( BIOS )

Hard Disk Boot Priority ( )

< > < > < + > < - >
< E S C >

First / Second / Third Boot Device ( / / )

Floppy
LS120 L S 1 2 0
Hard Disk
CDROM
ZIP Z I P
USB-FDD USB
USB-ZIP USB-ZIP
USB-CDROM USB
USB-HDD USB
LAN
Disabled

: In te l® P4  (Hype r -
 Threading Technology)

: In te l® P4 Prescot t

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Advanced BIOS Features

Hard Disk Boot Priority [Press Enter]
First Boot Device [Floppy]
Second Boot Device [Hard Disk]
Third Boot Device [CDROM]
Boot Up Floppy Seek [Disabled]
Password Check [Setup]
CPU Hyper-Threading [Enabled]
Limit CPUID Max. to 3  [Enabled]
Init Display First [AGP]

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
       F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level

Select Hard Disk Boot
Device Priority
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Boot Up Floppy Seek ( )
P C P O S T F L O P P Y S E E K

Enabled        Floppy Seek
Disabled F loppy Seek ( )

Password Check ( )
System C M O S  S E T U P
Setup C M O S  S E T U P ( )

S E T U P
< E n t e r >
CPU Hyper-Threading ( CPU )

In te l ® P4  (Hyper -
Threading Technology)

Enabled C P U
( )

Disabled
Limit CPUID Max. to 3

In te l® P4 Prescot t
Enabled ( N T 4 . 0 )

( )
Disabled

Init Display First
A G P P C I

PCI P C I  
AGP A G P ( )
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2-3 Integrated Peripherals ( )

IDE1 Conductor Cable
Auto ( )
ATA66/100/133 IDE1 ATA66/100/133 ( IDE

ATA66/100 /133 )
ATA33 IDE1 ATA33 ( IDE

A T A 3 3 )
IDE2 Conductor Cable

Auto ( )
ATA66/100/133 IDE2 ATA66/100/133 ( IDE

ATA66/100/133 )
ATA33 IDE2 ATA33 ( IDE

A T A 3 3 )
On-Chip Primary PCI IDE ( channel PCI IDE )

Enabled c h a n n e l I D E ( )
Disabled

On-Chip Secondary PCI IDE ( channel PCI IDE )
Enabled c h a n n e l I D E ( )
Disabled

AC97 Audio
Enabled A C 9 7 ( )
Disabled A C 9 7

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Integrated Peripherals

IDE1 Conductor Cable [Auto]
IDE2 Conductor Cable [Auto]
On-Chip Primary PCI IDE [Enabled]
On-Chip Secondary PCI IDE [Enabled
AC97 Audio [Enabled]
Onboard LAN device [Enabled]
USB Controller [Enabled]
USB Legacy Support [Disabled]
SiS Serial ATA Controller [Enabled]
SiS Serial ATA Mode [RAID]
Onboard Serial Port 1 [3F8/IRQ4]
Onboard Serial Port 2 [2F8/IRQ3]
Onboard Parallel Port [378/IRQ7]
Parallel Port Mode [ECP]
ECP Mode Use DMA 3

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
         F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level

[Auto]
Auto-detect IDE
cable type

[ATA 66/100/133]
Set Conductor Cable
to ATA66/100/133 (80
Pins)

[Disabled]
Set Conductor Cable
ATA33 (40 Pins)



BIOS- 37 -

Onboard LAN device ( LAN )
Enabled Onboard LAN device ( )
Disabled Onboard LAN device 

USB Controller
Enabled  USB Controller ( )
Disabled  USB Controller

USB Legacy Support ( USB )
Enabled U S B
Disabled U S B ( )

SiS Serial ATA Controller
Enabled SiS Serial ATA ( )
Disabled  SiS Serial ATA 

SiS Serial ATA Mode
RAID SiS Serial ATA RAID ( )
IDE SiS Serial ATA IDE 

Onboard Serial Port 1 ( 1)
Auto B I O S
3F8/IRQ4 1 COM 1 3F8 / IRQ4 ( )
2F8/IRQ3 1 COM 2 2F8 / IRQ3
3E8/IRQ4  1 COM 3 3E8 / IRQ4
2E8/IRQ3  1 COM 4 2E8 / IRQ3
Disabled 1

Onboard Serial Port 2 ( 2)
Auto B I O S
3F8/IRQ4 2 COM 1 3F8 / IRQ4
2F8/IRQ3 2 COM 2 2F8 / IRQ3 ( )
3E8/IRQ4 2 COM 3 3E8 / IRQ4
2E8/IRQ3 2 COM 4 2E8 / IRQ3
Disabled 2

Onboard Parallel Port ( )
378/IRQ7 3 7 8 / I R Q 7 ( )
278/IRQ5 2 7 8 / I R Q 5
3BC/IRQ7 3 B C / I R Q 7
Disabled

Parallel Port Mode ( )
SPP
EPP EPP (Enhanced Parallel Port)
ECP ECP (Extended Capabilities Port) ( )
ECP+EPP E P P E C P

ECP Mode Use DMA
Parallel Port Mode "ECP" "ECP+EPP"

3 ECP Mode use DMA 3 ( )
1 ECP Mode use DMA 1
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2-4 Power Management Setup ( )

ACPI Suspend Type ( )
S1(POS) ACPI S1/POS (Power On Suspend) ( )
S3(STR) ACPI S3/STR (Suspend To RAM)

Soft-Off by PWR-BTTN ( )
Off ( )
Suspend 4

System After AC Back ( )
Off ( )
On
Laststate

IRQ [3-7, 9-15], NMI ( )
P C

Enabled P C
( )

Disabled P C

ModemRingOn ( )
Disabled
Enabled ( )

PME Event Wake Up
+ 5 V S B 1

Disabled
Enabled ( )

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
Power Management Setup

ACPI Suspend Type [S1(POS)]
Soft-Off by PWR_BTTN [Off]
System After AC Back [Off]
IRQ [3-7, 9-15], NMI [Enabled]
ModemRingOn [Enabled]
PME Event Wake Up [Enabled]
Power On by Keyboard [Disabled]
Power On by Mouse [Disabled]
Resume by Alarm [Disabled]

x Month Alarm NA
x Day (of Month) Everyday
x Time(hh:mm:ss) 0 : 0 : 0

Power LED in S1 state [Blinking]

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
        F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level
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Power On By Keyboard ( )
Disabled ( )
Password 1 - 5
Any Key

Power On By Mouse ( )
Disabled ( )
Enabled

Resume by Alarm ( )
E n a b l e d

Disabled ( )
Enabled

Month Alarm : Jan.~Dec.
Day (of Month) : Everyday, 1~31
Time (hh: mm: ss)  : (0~23) : (0~59) : (0~59)

Power LED in S1 state
Blinking  S1 Power LED  ( )
Dual/OFF  S1  Power  LED
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2-5 PnP/PCI Configurations ( PCI )

PCI 1 IRQ Assignment ( PCI 1 IRQ )
Auto B I O S ( )
3,4,5,7,9,10,11,12,14,15 PCI 1 IRQ 3,4,5,7,9,10,11,12,14,15

PCI 2 IRQ Assignment ( PCI 2 IRQ )
Auto BIOS ( )
3,4,5,7,9,10,11,12,14,15  PCI 2 IRQ 3,4,5,7,9,10,11,12,14,15

PCI 3 IRQ Assignment ( PCI 3 IRQ )
Auto B I O S ( )
3,4,5,7,9,10,11,12,14,15  PCI 3 IRQ 3,4,5,7,9,10,11,12,14,15

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
PnP/PCI Configurations

PCI 1 IRQ Assignment [Auto]
PCI 2 IRQ Assignment [Auto]
PCI 3 IRQ Assignment [Auto]

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
       F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level
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2-6 PC Health Status ( )

Reset Case Open Status ( )
Enabled
Disabled ( )

Case Opened
"Case  Opened" "No"

"Case Opened" "Yes"
 "Case Opened"  "Reset Case Open Status"  "Enable"

Current Voltage(V) Vcore / DDR 2.5V / +3.3V / +12V ( )

Current CPU Temperature ( CPU )
C P U

Current CPU/SYSTEM FAN Speed (RPM) ( )
C P U  /

CPU Smart FAN Control (CPU )
Disabled
Enabled ( )

C P U C P U
a . C P U 65 oC C P U
b. CPU 20 oC 65 oC CPU CPU

c . C P U 2 0 o C C P U

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
PC Health Status

Reset Case Open Status [Disabled]
Case Opened Yes
Vcore OK
DDR 2.5V OK
+3.3V OK
+12V OK
Current CPU Temperature 33oC
Current CPU FAN Speed 4687 RPM
Current SYSTEM FAN Speed 0      RPM
CPU Smart FAN Control [Enabled]
CPU Smart FAN Mode [Auto]

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
        F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level
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2-7 MB Intelligent Tweaker (M.I.T.) ( / )

Configure DRAM Timing
Auto BIOS DRAM SPD DRAM Timing ( )
Manual DRAM T im ing

CAS Latency Setting
Auto BIOS ( )
2T/2.5T/3T CAS Latency Setting 2T/2.5T/3T ( :3T)

DRAM RAS Active Time
4T/5T/6T/7T/8T/9T DRAM RAS Active Time 4T/5T/6T/7T/8T/9T

( :  9T)

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software
MB Intelligent Tweaker (M.I.T.)

Configure DRAM Timing [Auto]
x Cas Latency Setting 3T
x DRAM RAS Active Time 9T
x DRAM RAS Precharge Time 3T
x DRAM RAS to CAS  Delay 3T

CPU Clock Ratio [16X]
Linear Frequency Control [Disabled]
CPU Clock (MHz) 133

x DRAM Clock (MHz) 200
AGP/PCI Clock Control [AUTO]
AGP Clock (MHz) 66
PCI  Clock  (MHz) 33

: Move Enter: Select +/-/PU/PD: Value F10: Save ESC: Exit F1: General Help
        F5: Previous Values F6: Fail-Safe Defaults F7: Optimized Defaults

Item Help
Menu Level

[AUTO]
Configure DRAM
Timing automatically

[Normal]
Configure DRAM
Timing by manual

Warning: Wrong DRAM
Timing may make
system can’t boot.
Clear CMOS to overcome
wrong Timing issue

CPU Smart FAN Mode (CPU )
CPU Smart FAN Control

Auto C P U ( )
Voltage 3-p in CPU Vol tage
PWM 4 - p i n C P U P W M

3 - p i n 4 - p i n V o l t a g e
4-pin Intel 4-Wire Fans PWM Control

P W M
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DRAM RAS Precharge Time
2T/3T/4T/5T DRAM RAS Precharge Time 2T/3T/4T/5T

( :  3T)
DRAM RAS to CAS Delay

2T/3T/4T/5T DRAM RAS to CAS 2T/3T/4T/5T ( : 3T)
CPU Clock Ratio

C P U
C P U

Linear Frequency Control
Disabled BIOS DRAM SPD DRAM Timing ( )
Enabled

CPU Clock (MHz)
Linear  Frequency Contro l

100~355 CPU 100MHz 355MHz.
FSB800 Pentium 4 "CPU Clock" 200MHz

DRAM Clock (MHz)
Linear  Frequency Contro l

DDR266 "DRAM Clock(MHz)" 266
DDR333 "DRAM Clock(MHz)" 333

AGP/PCI Clock Control
AUTO  AGP/PCI clock ( )
Manual  AGP/PCI clock 

AGP Clock (MHz)
AGP/PCI Clock Control Manual

PCI Clock (MHz)
AGP Clock(MHz) AGP Clock

( M H z )
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2-9 Load Fail-Safe Defaults ( Fail-Safe )

<Y> <Enter> BIOS Fail-
Safe Defaults Fail-Safe Defaults

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker (M.I.T.)

Esc: Quit : Select Item
F8: Q-Flash F10: Save & Exit Setup

Load Fail-Safe Defaults

Top Performance
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Load Fail-Safe Defaults (Y/N)? N

2-8 Top Performance (

" T o p  P e r f o r m a n c e " (
) W i n d o w s  X P

W i n d o w s  N T
"Top Performance" "Disabled"

Disabled ( )
Enabled

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker (M.I.T.)

Esc: Quit : Select Item
F8: Q-Flash F10: Save & Exit Setup

Load Fail-Safe Defaults

Top Performance
    Load Fail-Safe Defaults

Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Top Performance

Disabled.........................[ ]
Enabled..........................[ ]

: Move ENTER: Accept
ESC: Abort
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2-11 Set Supervisor/User Password ( / )

8 Enter BIOS

Enter BIOS PASSWORD DISABLED

Supervisor
Supervisor Advanced BIOS Features Password Check

"Setup" CMOS SETUP Supervisor
User

User Advanced BIOS Features Password Check
SYSTEM User Supervisor

CMOS SETUP USER Password BIOS
Supervisor CMOS SETUP

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker (M.I.T.)

Esc: Quit : Select Item
F8: Q-Flash F10: Save & Exit Setup

Change/Set/Disable Password

Top Performance
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Enter Password:

2-10 Load Optimized Defaults ( Optimized )

<Y> <Enter> CMOS

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker (M.I.T.)

Esc: Quit : Select Item
F8: Q-Flash F10: Save & Exit Setup

Load Optimized Defaults

Top Performance
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Load Optimized Defaults (Y/N)? N
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2-12 Save & Exit Setup ( SETUP )

<Y> <Enter> RTC CMOS Setup Utility
<N> <Esc>

2-13 Exit Without Saving ( SETUP )

<Y> <Enter> Setup Utility <N> <Esc>

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker (M.I.T.)

Esc: Quit : Select Item
F8: Q-Flash F10: Save & Exit Setup

Save & Exit Setup

Top Performance
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Save to CMOS and EXIT (Y/N)? Y

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker (M.I.T.)

Esc: Quit : Select Item
F8: Q-Flash F10: Save & Exit Setup

Abandon all Data

Top Performance
    Load Fail-Safe Defaults

Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Quit Without Saving (Y/N)? N
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3-1

W i n d o w s  X P
( 1 )  
       Service Pack.
( 2 )  
     (
      setup.exe )

"Xpress Instal l"

Windows XP USB2.0  Windows Ser -
v i c e  P a c k \ \  

" ? " (  USB 2 .0  
)

"Xpress  Ins ta l l "   " "  
 " "  

" "

Xpress Instal l  

 "Xpress Insta l l "    
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3-2

" Insta l l "

3-3
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3-4

3-5
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4-1
 ( )

4-1-1 Xpress Recovery2 

:
C D - R O M < F 9 >

BIOS "Advanced BIOS Feature" CD-ROM
"Boot  f rom CD/DVD: "

Xp ress  Recove ry2 CD-ROM
X p r e s s  R e c o v e r y 2 < F 9 >

:
1. Intel x86 platform
2. 64M bytes memory
3. VESA supported VGA cards

Boot from CD/DVD:

.

.
Boot from CD/DVD:
Press any key to startup XpressRecovery2.....

1. CD-ROM Xpress  Recovery2
< F 9 >

2.
3.

 Xpress Recovery2

Xpress Recovery2 (BACKUP)
( R E S T O R E ) M i c r o s o f t

 WinXP/2K/NT/98/Me DOS
NTFS FAT32 FAT16 PATA SATA

I D E  C o n t r o l l e r B a c k u p
Xpress  Recovery2 <F9>

<F9> Xpress Recovery2

Award Modular BIOS v6.00PG, An Energy Star Ally
Copyright  (C) 1984-2005, Award Software,  Inc.

GA-8S661FXM-775 F5a
.
.
.
.

<DEL>:BIOS Setup/Q-Flash, <F9>: Xpress Recovery2, <F12>For Boot Menu
11/07/2006-661FX-6A79HG0GC-00
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:
1. Xpress Recovery
2.  primary part i t ion Xpress Recovery2
3. X p r e s s  R e c o v e r y 2

( : 4 G  B y t e s ; )
4. Microsoft   DOS WinXP/2000/NT/9x/

Me
5. U S B
6. RAID/AHCI controller(class code:0104/0106)
7.

: :
a. PATA IDE primary channel
b. PATA IDE secondary channel
c . SATA IDE channel 1
d. SATA IDE channel 2
e. SATA IDE channel 3
f. SATA IDE channel 4

:
1. Win2000  ( 128G Bytes)

"EnableBigLba.exe" 
2.
3. G P L

      4. nVidia RAID  SATA IDE
B I O S

5. P A T A S A T A :
( BIOS BIOS )

1. RESTORE:

( )
2. BACKUP:

3. REMOVE:

( )
4. REBOOT:

Xpress Recovery2

GA-K8U
GA-K8U-9
GA-K8NXP-SLI
GA-K8N Ultra-SLI
GA-K8N Pro-SLI
GA-K8NXP-9
GA-K8N Ultra-9

GA-K8NF-9 (PCB Ver. 1.0)
GA-K8NE (PCB Ver. 1.0)
GA-K8NMF-9
GA-8N-SLI Royal
GA-8N-SLI Pro
GA-8N-SLI
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Q-FlashTM

Q-Flash TM  BIOS
BIOS BIOS Q-FlashTM

B I O S
MS-DOS Windows  Q-FlashTM Q-FlashTM

B I O S
B I O S

BIOS Q-FlashTM  BIOS

Q-FlashTM BIOS
1. BIOS
2. BIOS BIOS ( .Fxx 8KNXPU.Fba)

3. Del BIOS

Q-FlashTM BIOS BIOS
F1 F12 F1 F4 F4 F8

BIOS
BIOS
BIOS

BIOS Q-FlashTM BIOS
BIOS BIOS Q-Flash  Dual BIOS

Q-Flash GA-8KNXP
Ultra Q-Flash BIOS Fa3 Fba

Intel i875P AGPset BIOS for 8KNXP Ultra Fa3
Check System Health OK , VCore = 1.5250
Main Processor : Intel Pentium(R) 4  1.6GHz (133x12)
<CPUID : 0F27 Patch ID  : 0027>
Memory Testing  : 131072K OK

Memory Frequency 266 MHz in Single Channel
Primary Master : FUJITSU MPE3170AT ED-03-08
Primary Slave : None
Secondary Master : CREATIVEDVD-RM DVD1242E BC101
Secondary Slave : None

Press DEL to enter SETUP / Dual BIOS / Q-Flash / F9 For
Xpress Recovery
08/07/2003-i875P-6A79BG03C-00

Award Modular BIOS v6.00PG, An Energy Star Ally
Copyright  (C) 1984-2003, Award Software,  Inc.

BIOS Fa3

4-1-2 BIOS 
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Q-FlashTM

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker(M.I.T.)

Select Language
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

ESC: Quit F3: Change Language
F8: Dual BIOS/Q-Flash F10: Save & Exit Setup

Time, Date, Hard Disk Type...

2 F8 Y Dual BIOS/Q-Flash

1 Del BIOS Q-Flash

Dual BIOS/Q-Flash
Dual BIOS/Q-Flash

BIOS
BIOS ROM Enter

Q-Flash
Enter

Dual BIOS/Q-Flash

Dual BIOS Utility
Boot From......................................... Main Bios
Main ROM Type/Size.............................SST 49LF004A 512K
 Backup ROM Type/Size.........................SST 49LF004A 512K

Wide Range Protection Disable
Boot From Main Bios

Auto Recovery Enable
Halt On Error Disable

                              Copy Main ROM Data to Backup
Load Default Settings

Save Settings to CMOS
Q-Flash Utility

Load Main BIOS from Floppy
Load Backup BIOS from Floppy

Save Main BIOS to Floppy
Save Backup BIOS to Floppy

Enter : Run          :Move          ESC:Reset           F10:Power Off

BIOS

Q-Flash

BIOS

Q-Flash
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Dual BIOS Utility
Boot From......................................... Main Bios
Main ROM Type/Size.............................SST 49LF004A 512K
 Backup ROM Type/Size.........................SST 49LF004A 512K

Wide Range Protection Disable
Boot From Main Bios

Auto Recovery Enable
Halt On Error Disable

                              Copy Main ROM Data to Backup
Load Default Settings

Save Settings to CMOS
Q-Flash Utility

Load Main BIOS from Floppy
Load Backup BIOS from Floppy

Save Main BIOS to Floppy
Save Backup BIOS to Floppy

Enter : Run          :Move          ESC:Reset           F10:Power Off

Q-Flash
Q-Flash BIOS " "

BIOS BIOS

1. "Load Main BIOS from Floppy" Enter

BIOS "Save Main
BIOS to Floppy"

2. BIOS Enter
BIOS 8KNXPU.Fba

BIOS BIOS

1 file(s) found
8KNXPU.Fba 512K

Total size : 1.39M Free size : 911.50K
F5 : Refresh DEL : Delete

BIOS

Dual BIOS Utility
Boot From......................................... Main Bios
Main ROM Type/Size.............................SST 49LF004A 512K
 Backup ROM Type/Size.........................SST 49LF004A 512K

Wide Range Protection Disable
Boot From Main Bios

Auto Recovery Enable
Halt On Error Disable

                              Copy Main ROM Data to Backup
Load Default Settings

Save Settings to CMOS
Q-Flash Utility

Load Main BIOS from Floppy
Load Backup BIOS from Floppy

Save Main BIOS to Floppy
Save Backup BIOS to Floppy

Enter : Run          :Move          ESC:Reset           F10:Power Off

Reading BIOS file from floppy ...
>>>>>>>>>>>>>>.....................

Don't Turn Off Power or Reset System

Enter BIOS

BIOS " BIOS "
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3. BIOS Y BIOS

Dual BIOS Utility
Boot From......................................... Main Bios
Main ROM Type/Size.............................SST 49LF004A 512K
 Backup ROM Type/Size.........................SST 49LF004A 512K

Wide Range Protection Disable
Boot From Main Bios

Auto Recovery Enable
Halt On Error Disable

                              Copy Main ROM Data to Backup
Load Default Settings

Save Settings to CMOS
Q-Flash Utility

Load Main BIOS from Floppy
Load Backup BIOS from Floppy

Save Main BIOS to Floppy
Save Backup BIOS to Floppy

Enter : Run          :Move          ESC:Reset           F10:Power Off

!! Copy BIOS completed - Pass !!

Please press any key to continue

BIOS

4. BIOS Q-Flash

1 ~ 4
B I O S

(Backup BIOS)

Dual BIOS Utility
Boot From......................................... Main Bios
Main ROM Type/Size.............................SST 49LF004A 512K
 Backup ROM Type/Size.........................SST 49LF004A 512K

Wide Range Protection Disable
Boot From Main Bios

Auto Recovery Enable
Halt On Error Disable

                              Copy Main ROM Data to Backup
Load Default Settings

Save Settings to CMOS
Q-Flash Utility

Load Main BIOS from Floppy
Load Backup BIOS from Floppy

Save Main BIOS to Floppy
Save Backup BIOS to Floppy

Enter : Run          :Move          ESC:Reset           F10:Power Off

Are you sure to RESET ?

[Enter] to continure or [Esc] to abort...

5. Esc Y Q-Flash

BIOS

Intel i875P AGPset BIOS for 8KNXP Ultra Fba
Check System Health OK , VCore = 1.5250
Main Processor : Intel Pentium(R) 4  1.6GHz (133x12)
<CPUID : 0F27 Patch ID  : 0027>
Memory Testing  : 131072K OK

Memory Frequency 266 MHz in Single Channel
Primary Master : FUJITSU MPE3170AT ED-03-08
Primary Slave : None
Secondary Master : CREATIVEDVD-RM DVD1242E BC101
Secondary Slave : None

Press DEL to enter SETUP / Dual BIOS / Q-Flash / F9 For
Xpress Recovery
09/23/2003-i875P-6A79BG03C-00

Award Modular BIOS v6.00PG, An Energy Star Ally
Copyright  (C) 1984-2003, Award Software,  Inc.

BIOS
Fba
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CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker(M.I.T.)

ESC: Quit F3: Change Language
F8: Dual BIOS/Q-Flash F10: Save & Exit Setup

Time, Date, Hard Disk Type...

6. Del BIOS Load Fail-Safe Defaults Enter
BIOS BIOS

BIOS BIOS

Select Language
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Load Fail-Safe Defaults (Y/N)? Y

Y

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker(M.I.T.)

ESC: Quit F3: Change Language
F8: Dual BIOS/Q-Flash F10: Save & Exit Setup

Time, Date, Hard Disk Type...

7. Save & Exit Setup CMOS BIOS BIOS

Select Language
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

Save to CMOS and EXIT (Y/N)? Y

Y

BIOS Q-FlashTM BIOS
Q-Flash BIOS BIOS

CMOS Setup Utility-Copyright (C) 1984-2004 Award Software

Standard CMOS Features
Advanced BIOS Features
Integrated Peripherals
Power Management Setup
PnP/PCI Configurations
PC Health Status
MB Intelligent Tweaker(M.I.T.)

Top Performance
Load Fail-Safe Defaults
Load Optimized Defaults
Set Supervisor Password
Set User Password
Save & Exit Setup
Exit Without Saving

ESC: Quit F3: Change Language
F8: Q-Flash F10: Save & Exit Setup

Time, Date, Hard Disk Type...
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Q-Flash
Q-Flash

Q-Flash
Enter

Q-Flash

Q-Flash Utility V1.30
 Flash Type/Size.................................SST 49LF002A 256K

Keep DMI Data Enable
Update BIOS from Floppy

Save BIOS to Floppy
Enter : Run          :Move          ESC:Reset           F10:Power Off

Q-Flash

Q-Flash

Q-Flash
Q-Flash BIOS " "

BIOS BIOS

1. "Update BIOS from Floppy" Enter

BIOS 8GE800.F4

BIOS "Save BIOS to
Floppy"

2. BIOS Enter BIOS

BIOS BIOS

Q-Flash Utility V1.30
 Flash Type/Size.................................SST 49LF002A 256K

Keep DMI Data Enable
Update BIOS from Floppy

Save BIOS to Floppy
Enter : Run          :Move          ESC:Reset           F10:Power Off

1 file(s) found
8GE800.F4 256K

Total size : 1.39M Free size : 1.14M
F5 : Refresh DEL : Delete

BIOS

Q-Flash Utility V1.30
 Flash Type/Size.................................SST 49LF003A 256K

Keep DMI Data Enable
Update BIOS from Floppy

Save BIOS to Floppy
Enter : Run          :Move          ESC:Reset           F10:Power Off

Reading BIOS file from floppy ...
>>>>>>>>>>>>>>.....................

Don't Turn Off Power or Reset System

BIOS " BIOS "

BIOS
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3. BIOS Y BIOS

Q-Flash Utility V1.30
 Flash Type/Size.................................SST 49LF002A 256K

Keep DMI Data Enable
Update BIOS from Floppy

Save BIOS to Floppy
Enter : Run          :Move          ESC:Reset           F10:Power Off

Updating BIOS Now
>>>>>>>>>>>>>>>>>>>.........................

Don't Turn Off Power or Reset System

4. BIOS Q-Flash

Q-Flash Utility V1.30
 Flash Type/Size.................................SST 49LF002A 256K

Keep DMI Data Enable
Update BIOS from Floppy

Save BIOS to Floppy
Enter : Run          :Move          ESC:Reset           F10:Power Off

!! Copy BIOS completed - Pass !!

Please press any key to continue

5. Esc Y Q-Flash

Q-Flash Utility V1.30
 Flash Type/Size.................................SST 49LF002A 256K

Keep DMI Data Enable
Update BIOS from Floppy

Save BIOS to Floppy
Enter : Run          :Move          ESC:Reset           F10:Power Off

Are you sure to RESET ?

[Enter] to continure or [Esc] to abort...

BIOS

Intel 845GE AGPSet BIOS for 8GE800 F4
Check System Health OK
Main Processor : Intel Pentium(R) 4  1.7GHz (100x17.0)
<CPUID : 0F0A Patch ID  : 0009>
Memory Testing  : 122880K OK + 8192K Shared Memory

Primary Master : FUJITSU MPE3170AT ED-03-08
Primary Slave : None
Secondary Master : CREATIVEDVD-RM DVD1242E BC101
Secondary Slave : None

Press DEL to enter SETUP / Q-Flash
03/18/2003-I845GE-6A69YG01C-00

Award Modular BIOS v6.00PG, An Energy Star Ally
Copyright  (C) 1984-2003, Award Software,  Inc.

BIOS
BIOS F4

6. Del BIOS Load Fail-Safe Defaults Enter
BIOS 6 7

BIOS
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@BIOSTM

DOS @BIOS
@BIOS BIOS @BIOS

BIOS BIOS

1. 
    I. Internet BIOS

a. "Internet Update"
b. "Update New BIOS"
c. @BIOS
d.
e. BIOS

    II. Internet BIOS
a.  "Internet Update"
b. "Update New BIOS"
c. "  "All Files (*.*)"
d.  B I O S  

( 661xm775.F1)
e.

1. @BIOS 2. @BIOS

3. @BIOS 4. @BIOS

/ /GIGABYTE/@BIOS

" " "Update New BIOS"

@BIOS
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III. BIOS
"Save Current BIOS"  BIOS

IV.  Flash ROM 
"About this program" @BIOS

Flash ROM

2. 
I.  I ( )

 BIOS 
II.  II  BIOS 

III.  I  @BIOS  BIOS 
 BIOS  II 

 BIOS
IV.  BIOS 
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4-1-3 Serial ATA RAID BIOS

/

 ( )  M i r r o r i n g

SiS® 964 Striping (RAID 0) Mirroring
(RAID 1)

RAID 0 (Striping)

St r i p ing - 16KB 256KB

RAID 1 (Mirroring)
M i r r o r i n g

ATA RAID  1 M i r ro r i ng
 ( )  

M i r r o r i n g

1 G B 2 G B 1 G B
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( R A I D )
1) (

) I D E S C S I S A T A (
)

2) BIOS RAID ( BIOS Integrated Peripherals )
3) RAID BIOS RAID ( SiS RAID BIOS Ctrl + S )
4)
5) R A I D

RAID BIOS RAID RAID

SiS RAID BIOS
SiS  RAID B IOS /

RAID BIOS
OS 1 <Ctr l>+<S> SiS RAID

BIOS

<Ctrl>+<S> SiS RAID BIOS (Disk Status) ( 2)

< R > R A I D

Silicon Integrated Systems Corp. RAID BIOS Setting Utility v1.05_964
(c) 2003-2005 Silicon Integrated Systems Corp. All Rights Reserved.

Press <Ctrl><S> to enter Setup Menu or <ESC> to skip waiting.

Primary Master: ST3120026AS 111GB UDMA6
Secondary Master: ST3120026AS 111GB UDMA6

1

2

SiS RAID BIOS Setting Utility

Disk Status

* Current Created Raid *

[R] : Enter Raid setup utility

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 Single
Disk 2 ST3120026AS 111GB UDMA 6 Single
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:
< A > R A I D ( 3 )

:
 <1>~<3> : (1)JBOD (2)RAID  0  (3)RAID 1 

 <Enter>  ( 4) RAID 0 

SiS RAID BIOS Setting Utility

RAID Setup

* Current Created Raid *

Press [A] key to create RAID

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 Single
Disk 2 ST3120026AS 111GB UDMA 6 Single

SiS RAID BIOS Setting Utility

RAID Setup

* Current Created Raid *

RAID Type : <1> JBOD   <2> RAID 0  <3> RAID 1 :

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 Single
Disk 2 ST3120026AS 111GB UDMA 6 Single

3

4
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:
R A I D  0  ( 5 )

< 1 > < 2 > (
<2> Manual Create( ) RAID 0 )

:
<N> <Enter> RAID 0 ( 6) <Y> <Enter>

)

SiS RAID BIOS Setting Utility

RAID Setup

* Current Created Raid *

RAID 0
<1> Auto Create   <2> Manual Create : 1

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 Single
Disk 2 ST3120026AS 111GB UDMA 6 Single

SiS RAID BIOS Setting Utility

RAID Setup

* Current Created Raid *

RAID 0
Split the SOURCE (Disk 1) data to RAID disks? N

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 RAID0
Disk 2 ST3120026AS 111GB UDMA 6 RAID0

5

6
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SiS RAID BIOS Setting Utility

RAID Setup

* Current Created Raid *
RAID 0 : Disk 1       Disk 2

Press [D] key to delete RAID

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 RAID0
Disk 2 ST3120026AS 111GB UDMA 6 RAID0

 *  C u r r e n t  C r e a t e d
R a i d  *  ( 7 )

SiS RAID BIOS Setting Utility

RAID Setup

* Current Created Raid *
RAID 0 : Disk 1       Disk 2

[R] :

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 RAID0
Disk 2 ST3120026AS 111GB UDMA 6 RAID0

Do You Want to Save changes? N

:
<Q>  "Do You Want to Save changes?"(

?) ( 8) <Y> <Enter> SiS RAID BIOS 

7

8
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9 ( "Press [D] Key to delete RAID" )
<D> <Enter>  "Are you sure to

delete this RAID?" ( ?) <Y> <N>

SiS RAID BIOS Setting Utility

RAID Setup

* Current Created Raid *
RAID 0 : Disk 1       Disk 2

Press [D] key to delete RAID

[Q] : Exit current menu

Location Model Capacity Mode RAID Type

Disk 1 ST3120026AS 111GB UDMA 6 RAID0
Disk 2 ST3120026AS 111GB UDMA 6 RAID0

9
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RAID
Microsoft Windows 2000/XP SATA

S A T A

S A T A

:

:
( D : )

B o o t D r v M E N U .
EXE ( 10)

10

( )

11

:
M E N U . E X E M S - D O S

( 1 1 )

M i c r o s o f t  W i n d o w s
R A I D

Windows2000/Windows XP SATA F6

( )

Menu "IAA_RAID" Intel ICH5R
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4-1-4 / /

3.
(2 ) " "

1.

2.
Sound Effect

( Windows 98SE/2000/ME/XP)
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" "
( )

1.

3.
(4 ) On ly

SURROUND-KIT " "

2.
Sound Effect
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/ ( 1 )

/

1.

/

3.
5 .1  (6 )
Only SURROUND-KIT "OK"

( 1 )

2.
Sound Effect
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1. Audio Combo Kit

( 6 )

(
O K )

Audio Combo Kit  6

2. SURROUND-K IT SUR_CEN

3.

SURROUND-KIT REAR R/L
/

SURROUND-KIT SUB CENTER

 ( Audio Combo Kit, )
(Audio Combo Kit, SPDIF output : SOURROUND-Kit:

/ )
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5.
5 .1  (6 )
Only SURROUND-KIT

" "

4. Sound Effect

:

" "
( )
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 SPDIF

3. SPDIF SPDIF
S P D I F

1. S P D I F

2. S P D I F
SPDIF_IO

S P D I F
SPDIF SPDIF
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Jack-Sensing

Windows 98/98 SE/2000/ME DirectX 8.1

Jack-Sens ing 2-channel  
( Windows XP)

J a c k - S e n s i n g
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" "

Jack -Sens ing
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4-2
" "

B I O S
B I O S " D e l " B I O S

" C t r l  +  F 1 "

/
/  

C M O S
C l e a r  C M O S

C M O S C M O S  C M O S
C M O S

( )

(
)

Del BIOS "Load Fail-Safe Defaults"( Load Optimized
Defau l t s )

B I O S B I O S

A w a r d  A M I  B I O S  

AMI BIOS:
   *

1  
2  E C C
3  6 4 k
4  
5  CPU
6  Gate A20
7  CPU
8  
9  ROM
10  CMOS 
1 1  

AWARD BIOS:
1
2 C M O S
1 1
1 2
1 3
1 9 B I O S
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1 .  

2 .  

3 .  
2000 52 ( ) 1
2001 1 ( ) 2
2003 1 ( ) 3

"SN" "SN"
010471933180703021SN0412030006
SN0140002546

4 .  

5 .  
a.
b.
c.

d.
e.
f.

h t t p : / / s e r v i c e . g i g a b y t e . c o m . t w

~ 11:00~21:00
11:00~18:00( )

-
14

(02)2358-7250
-

11-1
(02)2515-9698

~ 8:30 ~ 17:30
( )

136 6
(02)8227-6136

~ 9:00 ~ 12:00 13:
00 ~ 17:00( )

215
(03)439-6333 ext.1913

  (03)403-0165

~ 11:00~21:00
11:00~18:00( )

278
(03)572-5747

~ 11:00~21:00
11:00~18:00( )

81
(04)2301-5511

~ 11:00~21:00
11:00~18:00( )

145
(06)221-7374

~ 11:00~21:00
11:00~18:00( )

51-1
(07)235-4340
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6
+886 (2) 8912-4888
+886 (2) 8912-4003

:  0800-079-666  02-8665-2665
~   09:30~  08:30

(  
 09:00~ 06:00 )

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
( ): http://www.gigabyte.com.tw
( ): http://chinese.giga-byte.com

     

G.B.T. INC.
+ 1-626-854-9338
+ 1-626-854-9339

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
 http://www.giga-byte.com
     

G.B.T. Technology Trading GmbH

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
 http://www.gigabyte.de

     

NIPPON GIGA-BYTE CORPORATION
http://www.gigabyte.co.jp

     

GIGA-BYTE SINGAPORE PTE. LTD.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
     

G.B.T. TECH. CO., LTD.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
 http://uk.giga-byte.com
     

GIGA-BYTE TECHNOLOGY B.V.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
http://www.giga-byte.nl
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http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
http://www.gigabyte.com.cn

+86-21-63410999
+86-21-63410100

+86-10-62102838
+86-10-62102848

+86-27-87851061
+86-27-87851330

+86-20-87586074
+86-20-85517843

+86-28-85236930
+86-28-85256822

+86-29-85531943
+86-29-85539821

+86-24-23960918
+86-24-23960918-809

     

GIGABYTE TECHNOLOGY PTY. LTD.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.giga-byte.com.au

     

GIGABYTE TECHNOLOGY FRANCE S.A.R.L.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.fr

     

Moscow Representative Office Of GIGA-BYTE Technology
Co., Ltd.

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.ru

     

Office of GIGA-BYTE TECHNOLOGY Co., Ltd. in POLAND

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.pl

     

Representative Office Of GIGA-BYTE Technology Co., Ltd.
SERBIA & MONTENEGRO

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.co.yu

     

Representative Office Of GIGA-BYTE Technology Co., Ltd.
CZECH REPUBLIC

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.cz

     

Representative Office Of GIGA-BYTE Technology Co., Ltd.
Romania

http://tw.giga-byte.com/TechSupport/ServiceCenter.htm
( / )

http://ggts.gigabyte.com.tw/nontech.asp
: http://www.gigabyte.com.ro



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




